
MEASUREMENT ILLUSTRATIONS 
 

- ROLL-N-VENT PANEL WIDTH and HEIGHT - 
 

OPTION 
ATTACH TOP HEM to 

INSIDE of EAVE PURLIN 
 

Since the mesh is vinyl 
coated, custom corner 
notches may be cut out 
with scissors or a razor 
knife during installation. 
This allows the TOP HEM 

to be pulled to the  
INSIDE of the eave purlin 

and screwed in place. 
Then the SIDE HEMS are 
screwed in place to the 
OUTSIDE of the posts. 

. . SEE . .  
Measurement Explanation  

Measure 
CENTER- to-CENTER 

of POSTS 
- THEN - 

DEDUCT 1” 

2” X 6” EAVE 
PURLIN 

Measure from 
BOTTOM of Eave 

Purlin 
to the Point You 
Want Screen to 
Reach and then 

add 3” 
(This provides the top 
overlap on the purlin 

for attachment) 

SIDE or END BAY - FRONT VIEW 

CORNER  BAY - FRONT VIEW 

Measure 
CORNER POST EDGE-to-CENTER of POSTS 

-THEN DEDUCT 1” 
(this should be identical to the center-to-center) 

(dimension of the intermediate bays) 

This CORNER NOTCH 
will be larger to  

accommodate the  
post  width 

SLIDE CONNECTION 
TUBE with Stainless 

Steel Flat Bracket 
End & Screw 

(Supplied with Kit) 

CORNER POST 

LOWER  
HORIZONTAL 

POCKET 
3/4” x 10’ EMT 

Galv Tube 
(purchase locally @ 
approximately $3.50) 

3 - Top of Roll 
Strap Buckles 

3 - Bottom Strap Tie-
Downs Assemblies 

3 - Top of Roll 
Strap Buckles 

3 - Bottom Strap Tie-
Downs Assemblies 


