
2” X 6” GIRT 
nailed to outer 
post surface 

GaleShield 
panel mtd to 

outside of 
eave purlin 

MEASUREMENT ILLUSTRATIONS 
 

- STATIONARY PANEL LENGTH - 

ROOF 

2” X 6” GIRT 
inset between 

the posts 

GaleShield 
panel mtd to 

inside of eave 
purlin 

GaleShield 
panel mtd to 

outside of 
eave purlin 

ROOF 

GaleShield 
panel mtd to 
outside edge 
of the inset 

girt 

Arena Liner Wall 
with Top Cap  

Extending to the 
outer post surface 

GaleShield 
panel mtd to 

outside edge of 
the top cap girt 

2” X 6”  
EAVE PURLIN 

NOTE:  
MEASURE FROM THE BOTTOM OF THE 2” X 6” EAVE PURLIN DOWN TO THE TOP OF WHATEVER  

HORIZONTAL SURFACE (FLAT GIRT, INSET GIRT OR TOP CAP) WHERE THE BOTTOM HEM WILL ATTACH.  
ALWAYS ADD MINIMUM 3” FROM THE ACTUAL HEIGHT MEASUREMENT TO ENSURE SIZE OF MOUNTING AREA THE 

SCREEN PANEL CAN BE ADJUSTED UP OR DOWN DURING THE INSTALLATION PROCESS FOR PROPER FIT 

DIMENSION 
PLUS MINMUM 

3” 

ARENA 
INTERIOR 

ARENA 
INTERIOR 

ARENA 
INTERIOR 

ARENA 
INTERIOR 

GaleShield panel 
mtd to inside of 
eave purlin. This 

puts it on the 
same plain as the 

outside of the post 

2” X 6”  
EAVE PURLIN 
OR BOTTOM  

2” X 6” GIRT OF A 
DROP-DOWN  
UPPER WALL 

NOTE: 
IF THE WALL METAL  

EXTENDS DOWN TO THE 
BOTTOM OF THE GIRT 

THEN YOU MAY HAVE TO 
ADD A  

2” X 4”or 2” BELOW THE 
GIRT TO PROVIDE A  
SUITABLE SCREEN 

MOUNTING SURFACE 

DIMENSION 
PLUS MINMUM 

3” 


