GaleShield CABLE MOUNT Screens
Side Walls
with Side Facing Corner I-Beam

Roof Eave
Side Wall Screen Panel Dimensions
Bay Open Height: 8a OR A
Open Area aboveaWall: #8b T
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Wall Height: #9 N D DEDENEPEREINIE, i IEDEMEDEN
Screen Height: #11 —
Screen Width: Normally determined by adding #20
4” to the Column Spacing (#4 & #7 below).
The Screen Panels overlap the column 2” on Concrete . )
each side OR you specify a width Foundation Lower Solid Perimeter Walls
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dimension. Downspouts ers You may find it better to extend
Show Locations & the screen at least 12” below
Corner Panel #12 Dimensions the wall top. We can discuss
on Arena Layout this option.
Side Panels #13 Form

Screen panel installed at a CORNER BAY: | SIDE WALLS |
Are the Corner Column dimensions different than

the other columns? If so, list those here
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GaleShield CABLE MOUNT Screens End Wall Dimensions

End Wa"S End wall construction configuration varies widely.
Therefore, provide Column dimensions and spacing below.

with Side Facing Corner |-Beam

Gable Enclosure
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End Wall S Panel Di i . T
n all Screen Panel Dimensions With LOWER WALLS
If the HEIGHT of the END WALL panels List these Dimensions
are NOT the SAME as the SIDE WALL panels
list that END WALL panel HEIGHT END WALLS
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